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GRAVEL CONSTRUCTION ENTRANCE
Detail Drawing 4.2-A
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*BIOBAGS MUST BE REMOVED AT END OF JOB

MAY BE USED SHORT TERM
W/ UTILITY WORK AND W/
PHASING OF DEVELOPMENT—-\
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MAXIMUM 3 MONTH A
USE WITH

ALL IN STREET
APPLICATIONS

MAXIMUM  PLAN
CURB 3 MONTH USE—
CURBSIDE FOR ROADWAY
i NTS

NS GEOTEXTILE BAGS
S8 REQUIRED FOR
RIGHT OF WAY

NOTE:

USE INSERT SACKS
ALONG W/BIOBAGS TO
PROTECT INLETS.

TOE OF SLOPE

EROSION CONTROL MANUAL

FILTRATION BAGS, SOCKS,

TRENCH AND DIVERT
WATER TO A CONTROLLED
AND STABILIZED ROUTE
AWAY FROM PLASTIC
SHEETING - ALLOW NO
WATER TO GO UNDER
PLASTIC SHEETING

d
USE ROCK OR OTHER
SUBSTANTIAL WEIGHT
TO SECURE PLASTIC
SHEET AT TOP AND

STEEP SLOPES

]® .. TAPE OR WELD
J&~ SEAMS THE ENTIRE
LENGTH OF SHEET

" 2 TRENCH AWAY WATER

RUNNING OFF PLASTIC

DRAWING NOT TO SCALE

& ROLLS FOR TEMPORARY

INLET PROTECTION
Detail Drowing 4.3-8B
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FILTER FABRIC
MATERIAL

FILTER FABRIC MATERIAL -
36" WIDE ROLLS

 SIDE_VIEW

INTERLOCKED
2°%2" posTS
W/ATTACHED FABRIC

ANGLE ENDS OF FILTER FABRIC FENCE
TO ASSURE SOIL/SEDIMENT IS TRAPPED

USE STITCHED LOOPS
OVER 2°%%2" POSTS

FLOW DIRECTION
ARROW (TYP)

WINGS 70
GREAK UP
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EROSION CONTROL MANUAL

PLASTIC SHEETING
Detail Drawing 4.5—-E
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EMERGENCY CONTACT:

RESPONSIBLE PARTY IS:
PHONE NUMBER (503) 793-5678. EMAIL:

MARK PERKINS, 11471 SE CLOVER LANE, PORTLAND OR 97266

jmarkperkins@gmail.com

1. APPROVAL OF THIS EROSION SEDIMENT AND POLLUTION CONTROL PLAN (ESPCP) DOES NOT

EROSION CONTROL NOTES

CONSTITUTE AN APPROVAL OF PERMANENT ROAD OR DRAINAGE DESIGN (E.G., SIZE AND LOCATION OF

ROADS, PIPES, RESTRICTORS, CHANNELS, RETENTION FACILITIES, UTILITIES, ETC.).

2. THE IMPLEMENTATION OF THIS ESPCP AND THE CONSTRUCTION, MAINTENANCE, REPLACEMENT AND
UPGRADING OF THESE ESPCP FACILITIES IS THE RESPONSIBILITY OF THE APPLICANT/CONTRACTOR UNTIL
ALL CONSTRUCTION IS COMPLETED AND APPROVED, VEGETATION/LANDSCAPING IS ESTABLISHED.

3. THE BOUNDARIES OF THE CLEARING LIMITS SHOWN ON THIS PLAN SHALL BE CLEARLY FLAGGED IN
THE FIELD PRIOR TO CONSTRUCTION. DURING THE CONSTRUCTION PERIOD, NO DISTURBANCE BEYOND

THE FLAGGED CLEARING LIMITS SHALL BE PERMITTED. THE FLAGGING SHALL BE MAINTAINED BY THE

APPLICANT/CONTRACTOR FOR THE DURATION OF CONSTRUCTION.

4. THE ESPCP FACILITIES SHOWN ON THIS PLAN MUST BE CONSTRUCTED IN CONJUNCTION WITH ALL
CLEARING AND GRADING ACTIVITIES, AND IN SUCH A MANNER AS TO INSURE THAT SEDIMENT AND
SEDIMENT LADEN WATER DO NOT ENTER THE DRAINAGE SYSTEM ROADWAYS OR VIOLATE APPLICABLE

WATER STANDARDS.

5. THE ESPCP FACILITIES SHOWN ON THIS PLAN ARE THE MINIMUM REQUIREMENTS FOR ANTICIPATED
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GEOTEXTILE INSERT
SEWN FLAP
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OVERFLOW

RECESSED CURB INLET MUST BE BLOCKED WHEN USING FIILTER FABRIC INLET SACKS.
SIZE OF FILTER FABRIC INLET SACK TO BE DETERMINED BY MANUFACTURER.

DRAWING NOT TO SCALE

GEOTEXTILE INSERT

'EROSION CONTROL MANUAL

INLET INSERT
Detail Drawing 4.3—G

STANDARD NOTES FOR SEDIMENT FENCES:

1. THE FILTER FABRIC SHALL BE PURCHASED IN A CONTINUOUS ROLL CUT TO THE LENGTH OF THE

BARRIER TO AVOID USE OF JOINTS. WHEN JOINTS ARE NECESSARY, FILTER CLOTH SHALL BE SPLICED

SITE CONDITIONS. DURING THE CONSTRUCTION PERIOD, THESE ESPCP FACILITIES SHALL BE UPGRADED

AS NEEDED FOR UNEXPECTED STORM EVENTS, AND TO ENSURE T THAT SEDIMENT AND
SEDIMENT—LADEN WATER DOES. NOT LEAVE THE SITE.

6. THE ESPCP FACILITIES SHALL BE INSPECTED DAILY BY THE APPLICANT/CONTRACTOR AND
MAINTAINED AS NECESSARY TO ENSURE THEIR CONTINUED FUNCTIONING.

MADE IMMEDIATELY.

7. THE ESPCP FACILITIES ON INACTIVE SITES SHALL BE INSPECTED AND MAINTAINED A MINIMUM OF
ONCE A WEEK OR WITHIN THE 24 HOURS FOLLOWING A STORM EVENT.

8. STABILIZED CONSTRUCTION ENTRANCES SHALL BE INSTALLED AT THE BECiNNlNG OF CONSTRUCTION
AND MAINTAINED FOR THE DURATION OF THE PROJECT. ADDITIONAL MEASURES MAY BE REQUIRED TO
INSURE THAT ALL PAVED AREAS ARE KEPT CLEAN FOR THE DURATION OF THE PROJECT.

9. APPLICANT/CONTRACTOR TO PUT UP ALL REQUIRED EROSION CONTROL SIGNAGE PRIOR TO
GROUND DISTURBANCE. A CD WITH ALL REQUIRED EROSION CONTROL SIGNS WILL BE :
PROVIDED AT THE PRE—CONSTRUCTION MEETING.

APPROVAL:

»
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BES CHIEF ENGINEER

ot

REG. PROF. ENGR. 16301PE

ENVIRONMENTAL SERVICES

NICK FISH

WILLIAM F. RYAN, P.E.

BUREAU OF

COMMISSIONER

CHIEF ENGINEER ,
17757 Kelok Road

Tel. (503) 636—4005

:
Lake Oswego, OR 9

7034
Fax (503) 636-4015

TOGETHER ONLY AT A SUPPORT POST, WITH A MINIMUM 6" OVERLAP, AND BOTH ENDS SECURELY

FASTENED TO THE POST, OR OVERLAP 2" X 2" POSTS AND ATTACH AS SHOWN ON DETAIL SHEET
4—3A OF THE EROSION CONTROL MANUAL.

2. THE FILTER FABRIC FENCE SHALL BE INSTALLED TO FOLLOW THE CONTOURS WHERE FEASIBLE. THE
FENCE POSTS SHALL BE SPACED A MAXIMUM OF 6’ APART AND DRIVEN SECURELY INTO THE GROUND A
MINIMUM OF 24"

3. THE FILTER FABRIC SHALL HAVE A kM‘INlMUM VERTICAL BURIAL OF 6”. ALL EXCAVATED MATERIAL
FROM FILTER FABRIC FENCE INSTALLATION, SHALL BE BACKFILLED AND COMPACTED, ALONG THE ENTIRE
DISTURBED AREA :

4. STANDARD OR HEAVY-DUTY FILTER FABRIC FENCES SHALL HAVE MANUFACTURED STITCHED LOOPS

FOR 2" X 2" POST INSTALLATION. STITCHED LOOPS SHALL BE INSTALLED ON THE UP HILLSIDE OF THE
SLOPED AREA. ‘

5. FILTER FABRIC FENCES SHALL BE REMOVED WHEN THEY HAVE SERVED THEIR USEFUL PURPOSE, BUT
NOT BEFORE THE UPSLOPE AREA HAS BEEN PERMANENTLY PROTECTED AND STABILIZED.

6. FILTER FABRIC FENCES SHALL BE INSPECTED BY APPLICANT/CONTRACTOR IMMEDIATELY AFTER EACH
RAINFALL AND AT LEAST DAILY DURING PROLONGED RAINFALL. ANY REQUIRED REPAIRS SHALL BE

SE 134th AVE & SE FOSTER RD
SANITARY SEWER EXTENSION
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